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o Chirfpact st NOW WITH AS/NZS &
CERTIFICATION

* Value cost
* Rubber armoured case and IPE5 protection provides protection in harsh environmeants
* 100dB alarm horn and vibrating alarm as standard

¢ Available in £, 3 or 4 gas configurations. Please note, part numbers depandant on gases and
other option selected

ORION MULTIGAS DETECTOR

* | ow Ccost
« Reliable, easy-1o-use & poriable
* Detects O, H,5, CO and combustible gas

* Used for confined space entry in industrial, agricultural, fire
and rescue personnel

o |nternal purnp and charger includead

* Please note, part numbers dependant on gases & other
options selectad

s ASMIS Certified

# QOrion 4 Gas Diffusion with NiMH Battery and Charger Part No. 228264NH

*  QOrion 4 Gas Pumped with NiMH Battery and Charger Part No. 2282656NH

ORION PLUS 4 GAS WITH INFRARED OPTION

EXTENDED RANGE
OF SENSORS

Rugged, field proven design

* |nternal pump and data logoing as standard a large araphic display
A complete range of accessones s available including rechargeable or alkaling battery packs
* (O, high volume combustible

o AS/NZS Certified

* Please noie, part numbers dependant on gases
and other option selected

SIRIUS - PID & MULTIGAS DETECTOR /Vew.__{
PID WITH MULTIGAS

Detects hundreads of valatile o :@.,-u'u: compounds al ppm levels while OPTION
measuring toxe and oxygen deficient atmospheras

*  Tremendous fiexibility, user friendly & reliable design
*  Features loud, attention grabbing alarms and interchangeable lithium ion and alkaline battery packs
*  |ntnnsically Safe - Intermationally Certified

a DHasoa nata nart mombare denandznt an Azoes and Athar Antinn ealastae
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ALTAIR

0, or COor H,5

* \isual, Audible, Vibration Alarm Standard
* Long hfe Lithium ion Battery

« Rubberised Armour Case

= |PE6

s ASMZS Certified

GALAXY

#  Fully sutomated calibration

#  Fully automated functional 1est
+ (CalTest Data Records
*  (One button operalion

s [nstrument Health Checks

PULSAR + SINGLE GAS DETECTOR

s |Large easy to read display

¢« Auto-calibration

» Replaceable leak-proof sensors and long life lithium battery
* [Durable, refiable and easy 1o use

# Triple alarm system for the vibrating verswon and super bright
guadruple LED's

«  ASMMES Certified

= Pulsar + CO Part No. 10036171
*  Pulsar + H.S Part No. 10036172
= Pulsar + O, Part Na. 10036170

DETECTOR TUBES

¢ Conveniant, easy-to-use & eifective array of detector tubes 1o spot-test
the atmosphere for a wide variety of toxic substances

» Distinguished by their sharp stain front definition and clarity of the
calibration scale

» Contact our customer services team and request data sheet number
|D-08-610.2 for detector tube part numbers
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=>» INSTRUMENTS
PERMANENT

MPS (MULTI POINT SYSTEM)

= Wall ar RBack Mounted

L]

Multi Alarm including TLV

4-20mA or RS485, RS232 inpuls

¢  On board relays

120 Sensors input Digital Rack Mount

40 Sensor input Wall Mount

9010/9020 CONTROLLER

« \Wall or Rack Mournted
o« A-20mab inputs

* Lpto 20 inputs

*  On board relays

*  4-20mA output

DF 9200

* Robust Stainless Stes! Housings
* ‘Wide Range of Sensors
o 4-20mA or digital oufput

* Field Serviceable

CHEMGARD PHOTOACQUSTIC INFRARED GAS MONITOR

* Pracise low-cost, high performance monitoring for a vanety of gases such
as hydrocarbons, solvents, alcohols, alkanes and toxic gases

* (Capable of monitoring with fullscale ranges of ppm to % levals
*  Extramely stable, operating for months with virtually no zero dnft

# Aninternal sequencer can be added, aliowing the instrument to monitar
4 or 8 locations

=  Three different enclosure styles aliow for installation in axplosion-proof,
MEMA 4 ar rack-mounted configurations

* Please note, part numbers dependant on gases and other
options selected, speak to your MSA Representative
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Fixed Gas Detection

BT

)
.

WorkEEIidZ.:8

~ a division of Heightech Safety Systems

MonoTox™ Pro Transmit
and Car Park

The micro processor controlled
MonoTox Pro Transmit provides
fast, accurate and reliable single
channel gas monitoring. It can be
fitted with a wide range of sensars
and its small size and rugged
housing make it ideal for
industrial environments.

Designed specifically for car parks,
the low cost MonoTox Car Park
provides continuous Carbon
Monoxide monitoring.

Bionics

Bionics detectors offer flexibility
with a wide range of long life
sensors and pumps. The Bionics
WAD line of detectors offers
modular construction so the unit
can be installed progressively.
In-control software means
configuring the unit is quick

and easy and Profibus-DP
communications make it easy to
link the unit to a PLC.

Industrial Scientific
AirAware

AirAware provides a low cost
maonitoring solution. Designed for
simple installation the discrete,
aesthetically enhanced design is
suitable for use in research
laboratories, light industrial and
commercial environments. AirAware
offers features such as on-board
relays, an LED display and dual
stage audio/visual alarms.

Gas Commander
MicroRack™

The Gas Commander MicroRack
controller is a one to eight channel
controller that can be easily
upgraded in the field as your needs
change. The controller has been
designed for ease of use so settings
can be easily changed to suit a
number of applications and field
devices, The "isolate” feature allows
a channel to be taken offline for
calibration or modification without
activating alarms or shutdown.

Ph: +61 8 93143377

Fax: +61 8 9314 3244 Email: info@worksafegear.com
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MonoTox™ Pro Master
The MonoTox Pro Master
incorporates sensor, transmitter
and controller in one compact
housing that can be fitted with a
wide range of sensors. Fitted with
relays for siren and warning lights
the MonoTox Pro Master is a
simple, low cost fixed gas detector
that can operate as a stand- alone
system or can be integrated with
another controller, PLC or Building
Management System.

Aeroqual

Aeroqual Ozone Transmitters are
designed to measure and control
ozone concentrations and to
communicate to a variety of hardware
systems. They can operate as a
single unit or part of an analogue

or digital network for measurement
or control purposes.

Industrial Scientific
iTrans

iTrans gas monitors employ an
intelligent electronics platform to
provide one or two points of
detection from a single head for
maxirmum flexibility and lower
installation costs. The micro-
processor controlled transmitters are
capable of independent operation
or multi-point system configuration
and can transmit a 4-20mA signal
or ModBus RTU digital output to
any control device or PLC.

Gas Commander™
100 and 400

The Gas Commander is a single
channel or four channel controller
that will display the concentration
of gas from a transmitter and has
built in relays.

2/4 Jaggs way, O°'CONNOR 6163 Western Australia
www.worksafegear.com
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Industrial Scientific
GasBadge Plus

This compact, two-year mainte-
nance-free single gas monitor is
ideal for personal protection from
unsafe levels of CO, H25, Oz or
50;. It's extremely durable and
resistant to water and radio
frequency interference. The two
button operation allows for easy
navigation and setup. User
adjustable alarm and calibration
setpoints mean that the
GasBadge Plus can be customised
to any industry or application.

Industrial Scientific
M40 Multi Gas Monitor
Compact and economical, the
M40 is capable of detecting CO,
H,5, 0, and combustible gases.
Features include 18 hours
runtime, 50 hours datalogging
capacity and "Quick-Cal". An
optional parasitic sampling pump
allows remote sampling from up
to 15 metres away. The M40
carries a two year all inclusive
warranty.

Infrared Monitors

The CDU440 and MDU420 single
gas monitors provide continuous
maonitering of either CO; from
100ppm to 6% by volume or
methane from LEL to 100% of
volume.

Industrial Scientific
GasBadge Pro

GasBadge Pro provides a lifetime
of gas hazard protection with more
features than any other single gas
monitor available. GasBadge Pro
monitors carry a lifetime warranty
and come standard with STEL and
TWA readings, datalogging of up to
one year of survey data and an
event-logger that records the past
15 alarm events. These monitors
can be quickly adapted with inter-
changeable "smart” sensors.

Industrial Scientific

iTX Multi Gas Monitor
Featuring "smart” interchangeable
sensors the iTX provides continuous
and simultaneous monitoring of

up to six gases. Other features
include up to 24 hour run time,
90dB audible alarm and ultra-bright
LED wvisual alarm. Providing simplified,
single-button operation and
calibration functions, the Quick- Cal
feature quickly calibrates up to four
sensors at once, saving time and
calibration gas costs.

Ozone Monitor

The Aeroqual Series 300 & 500

range of handheld monitors are

suitable for measuring low to high
levels of ozone. Sensor heads are
interchangeable and easily replaceable,
eliminating the need for field calibration.

Guidelines for Using Gas Detection Instruments

Gas detection instruments are potential lifesaving devices. That's why it's important to be confident that your safety
instruments are performing correctly, with minimal disruption to your operations.

Regular maintenance, service and calibration ensure that your equipment is operating efficiently and is producing accurate
results.

Bump Test
A bump or challenge test should be performed each day prior to use using a known concentration of gas to ensure the
sensors are responding correctly.

Calibration

A full instrument calibration using a certified concentration of calibration gas (or gases) should be performed regularly to
ensure maximum accuracy.

Service
Regular service gives you the reassurance of knowing that your instruments have been professionally repaired and calibrated.
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Gas Detection

DS2 Docking Station CalPlus Calibration
Drastically reduce the time and Station

cost associated with traditional
manual operation. Up to 100
stand alone instrument Docking
Stations can be linked from
remote locations and data relayed
back to one central database.,

The DS2 provides automatic
bump testing, calibration, data
downloading, record-keeping,
battery charging, settings
updates and diagnostic checks.

It supports Industrial Scientific’s

iTX, GasBadgePRO, TB2 and VWX500.

The CalPlus Calibration Station is
designed specifically for the Gas-
Badge Plus single gas monitors. It
features simple, two-button operation
allowing the user to quickly

and easily calibrate or bump test

the instrument. The optional internal
printer automatically prints

reports for record keeping. A standard
USB interface allows the CalPlus

to be connected to a PC to download,
save and print calibration and bump
test reports.

Industrial Scientific
Confined Space Kits
Confined space kits contain all
the equipment you need for con-
fined space entry work in a rug-
ged carrying case which is ideal

MCal Calibration Station

The MCal calibration station makes
it easy and cost effective to
calibrate, bump test and charge the
M40 gas detector. Available in

for transportation and storage.
Available for iTX and M40 moni-
tors the kits include a pump with
tubing and filters, compact
charger and calibration cup.

Spot Sampling
Gas Detector Pump

The Kitagawa gas detector system

single-unit and six-unit versions.
Optional accessories include a
battery-powered kit for portability
and a printer for automatically
printing bump test and calibration
reports.

Leak Detector

The Testo 316-1 gas leak detector
quickly detects leaks in natural gas
pipes. Optical and audible alarms
signal when limits are exceeded.

The flexible measurement probe is
ideal for hard to reach locations.

carry in the most difficult situations.
Y _ - Over 300 types of detector tubes

are available and a reading can

be obtained within a few minutes.

\\' is simple and straightforward
to operate. Lightweight and
: “@ compact the system is easy to

Five Steps to a Successful

h Bump Test Procedure
Gas Detection Programme

A Bump Test (Challenge or Function test) is performed
by applying a known concentration of gas to verify sensor

1. Ensure that the instrument is performance and alarm operation.

within its calibration period

2. Turn the instrument on and Turn the instrument on and warm-up

check battery level Apply test gas to the sensor

5. Zera bhE WaERGEERE Allow sensors to respond to test gas
Verify proper alarm function
4, Bump Test (functionally

Remove gas and allow the monitor to clear
check) instrument

;mon AW N

If the sensor fails to respond:
5. Clear the peaks - Verify cylinder has not emptied

- Verify regulator is turned on (if applicable)

- Verify sensor ports are not plugged

- Remove the instrument from service and replace the defective

sensor and re -calibrate or return it to Air Met for service.

INDUSTAIAL SCIENTIFIC
CORPORATION

Source: Industrial Scientific, Gas Detection Made Easy
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